Creating or Modifying a New User Module

These six steps will allow you to make a copy of the PWM8 User Module that will be named MyPWM8.  It is a good start to help you install a User Module you have created in earlier version of Designer but now want to add to PSoC Designer 5.

Step1:

Goto 

C:\Program Files\Cypress\Common\CypressSemiDeviceEditor\Data\Stdum

Make a copy of PWM8 Folder and name it “MyPWM8
Step 2:

Open MyPWM8

Find PWM8.xml and rename it MyPWM8.xml
Step 3:

Open MyPWM8.xml with Notepad or Wordpad

The following additions to the file are shown in RED
**  FILENAME: MyPWM8.xml

**   Version: 2.5, Updated on 2008/10/13 at 15:10:12

**

**  DESCRIPTION: 8-bit PWM Architecture Selection Data

**

** - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

**  Copyright (c) Cypress MicroSystems 2004. All Rights Reserved.

******************************************************************************

******************************************************************************

-->

<PSOC_DEVICE_DB>

<USER_MODULE_LIST>

<USER_MODULE NAME = "MyPWM8"

Step 4:

Goto

C:\Program Files\Cypress\Common\CypressSemiCMX\Maker Application Catalog\Channels\UM

Open  ChannelGen.xml with Notepad or Wordpad

Search for “PWM8”  you will find the following code.

<CMX_CHANNEL_GENERATION_SPEC NAME="PWM8" UM_PATH="Stdum/PWM8/PWM8.xml" UM_NAME="PWM8" DRIVER_ICON="">

  <CMX_MULTI_CHANNEL_LIST>

    <CMX_MULTI_CHANNEL NAME="PWM0826" UM_PATH="Stdum/PWM8/CY8C26/PWM0826.xml" PLACEMENT_FILE="PWM0826CY8C25000.plc">

    </CMX_MULTI_CHANNEL>

    <CMX_MULTI_CHANNEL NAME="PWM0827" UM_PATH="Stdum/PWM8/CY8C27/PWM0827.xml" PLACEMENT_FILE="PWM0827CY8C29000.plc">

    </CMX_MULTI_CHANNEL>

  </CMX_MULTI_CHANNEL_LIST>

</CMX_CHANNEL_GENERATION_SPEC>

Make a copy of this code immediately below.  Make the following edits

<CMX_CHANNEL_GENERATION_SPEC NAME="MyPWM8" UM_PATH="Stdum/MyPWM8/MyPWM8.xml" UM_NAME="MyPWM8" DRIVER_ICON="">

  <CMX_MULTI_CHANNEL_LIST>

    <CMX_MULTI_CHANNEL NAME="PWM0826" UM_PATH="Stdum/MyPWM8/CY8C26/PWM0826.xml" PLACEMENT_FILE="PWM0826CY8C25000.plc">

    </CMX_MULTI_CHANNEL>

    <CMX_MULTI_CHANNEL NAME="PWM0827" UM_PATH="Stdum/MyPWM8/CY8C27/PWM0827.xml" PLACEMENT_FILE="PWM0827CY8C29000.plc">

    </CMX_MULTI_CHANNEL>

  </CMX_MULTI_CHANNEL_LIST>

</CMX_CHANNEL_GENERATION_SPEC>

Close the file

Step 5

Open a new Chip Level Project with PSoC Designer 5

On the tool bar click on Tools -> Refresh Drivers/User Module Manifest

Close Designer project

Step 6

Open another Chip Level Project.

The new User Module is in the PWM User Module folder

